Exterminex Termite Baiting System

. Termite Management Notice
E x e r m I n e In accordance with Australian Standard AS3660.2—2017
Termite management Part 2: In and around existing buildings and structures

www.exterminex.com.au

Certificate of Installation / Reference No: Date of Commencement /
Property Address
|:] Exterminex In Ground Baiting (*System)  In Ground In Concrete

DO NOT DISTURB THE UNITS / REPORT ANY PROBLEMS PROMPTLY

Important: The installation is intended to minimise the risk of serious damage to the structure from subterranean termites.

To function, this baiting system must be properly maintained. Baiting systems require ongoing inspection,

maintenance and the application of bait as required. The system will typically comprise of a series of lures around the structure
at approximately 3 metre intervals. This spacing is generally sufficient to intercept active termites

but may be varied as required by local conditions.

The Exterminex system is intended to be installed and maintained by a suitably trained and skilled person.

Interference by unskilled persons may prevent success. Inspections will normally be occurring, as contracted,

every month and a half. This frequency will be varied as necessary, for example, more frequent inspections may

be done during warmer months, after bait is added or when the risks are assessed as very high.

Contact your Installer immediately if the site is subject to disturbance such as earthworks, fire, flooding or pesticide.

When the inspector recognises appropriate evidence of termite activity, the Exterminex bait will be applied.

The timber in the stations will normally be replaced every year and more frequently where there is excessive decay or mould.

Important: In addition to maintenance inspections of the system, full inspections of the structures at risk are required.

AS 3660.2--2017 sets the interval between these thorough inspections by a competent person as not more than 12 months,
with more frequent inspections required where the structure is assessed as being at a higher than normal risk.

The installer/inspector’s recommendations for inspection and maintenance have been provided.

Inspection Frequency To The Structure Recommended every Months
Inspected Inspected Inspected
Inspected Inspected Inspected

Accredited Installer:

For general information on the Exterminex system visit www.exterminex.com.au
EXTERMINEX is used in AUSTRALIA, CAMBODIA, MALAYSIA, HONG KONG, PAKISTAN, THE PHILIPPINES, SINGAPORE, THAILAND




